JVG  TM-A101G 


PROFESSIONAL 





Space-Saving, Multi-Purpose Global 
(NTSC/PAL) Monitor with On-Screen Menu 
Adjustment 
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m 10-inch Full-square CRT with more = Global compatibility: NTSC/PAL 
than 300 lines of horizontal resolution compatible, 120V/230V, UL/CE 

= 16:9/4:3 selectable aspect ratio approvals 

m= Space-saving cabinet design = Side-by-side 19" EIA rack mounting 
minimizes depth and height (5U height) 


= On-screen menu adjustment = Built-in loudspeaker 


Ultra-Compact, Side-by-Side Dimension Featuring 
Global Compatibility and User-Friendly Controls 


JVC's TM-A101G color monitor features has an on-screen menu for simple 

an innovative design that minimizes depth parameter adjustment. NTSC/PAL 

and height for side-by-side installation in compatible and accepting 120V/230V 

a 19" EIA rack. Built to last and delivering power inputs, the TM-A101G is a truly 
crisp pictures with a selectable aspect global monitor, as well as a class leader 
ratio (16:9/4:3), the versatile TM-A101G for quality and performance. 


m 10-inch Full-square 
CRT with more than 
300 lines of horizontal 
resolution 

m 16:9/4:3 selectable 
aspect ratio 

m On-screen menu 
adjustment and 
simplified front controls 

m Global compatibility: 


Front Controls and Terminals 


NTSC/PAL compatible, 
120V/230V, UL/CE 
approvals 
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Specifications 
Color system NTSC/PAL Unit: inches (mm) 
CRT 10” measured diagonally, Stripe pitch 0.50 mm 
P-22 phosphor E 5 z š 
Scanning frequency f(H): 15.734 KHz (NTSC)/15.625 kHz (PAL) 8-3/4 (222) | 121/2 1316-3) 
f(v): 59.95/50 Hz j DMMP 0000 
Horizontal resolution more than 300 TV lines | CRDEESR REECE PERSO SOSCERNOSCEEEOSOSCERN © H 
Power requirements AC 120V (UL)/AC 230V (CE) 
Color temperature 6500°K oO 
Input terminals Composite video, BNC x 2, bridged-output possible N 
(A/B channels) Audio, RCA pin x 2, bridged-output possible T 
Remote terminals Input select RCA pin x 1 oO SreeeceeC eC ERC 
Aspect change-over RCA pin x 1 0 
Optional accessory EIA Rack mount adapter (RK-C101E) SopesesecescEos 
Dimensions ( W x H x D) 8-3/4 x 8-3/4 x 12-1/2 inches | 


222 x 220 x 316.3 mm 
Weight 15.0 Ibs. (6.8 ko) 











Design and specifications subject to change without notice. 
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